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BETRIEBSANLEITUNG
INSTRUCTION MANUAL

KEB COMBITRON Typ 93
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KEB COMBITRON 93

1. Einführung Die Sanftanlaufsteuerung (Artikel-Nummer 01.93.100-0369) erzeugt eine kontinuierlich
ansteigende Ausgangsspannung von 0 . . . 24 V, wobei die Hochlaufzeit von 0 . . . 5 s
mit Potentiometer RH1 (I-Anteil) einstellbar ist.

Die Steuerung ist auf einer Platine aufgebaut, der Anschluß erfolgt über steckbare
Klemmleiste.

Grundsätzlich sollte die Kupplung bzw. Bremse ohne Luftspalt montiert werden, um
einen kontinuierlichen Drehmomentanstieg zu erreichen. Ist dies nicht möglich, so kön-
nen an Potentiometer RH3 (D-Anteil) und RH2 (P-Anteil) Werte zur schnellen Überbrü-
ckung des Luftspaltes eingestellt werden.

2. Technische Daten Anschluß: 24 V geglättete Gleichspannung

Leistung: 70 W

Abmessungen: 73,5 mm x 106 mm x 19 mm

3. Einstellung 1. RH1 auf “+“ (Rechtsanschlag), RH2 und RH3 auf “0“ (Linksanschlag) stellen.

2. Anschließend RH3 so weit aufdrehen, daß der Anker beim Betätigen von S1 sofort
angezogen wird (fällt danach wieder ab).

3. RH2 aufdrehen, bis der Anker nach Betätigen von S1 nicht mehr abfällt.

4. An RH1 die gewünschte Hochlaufzeit einstellen.
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KEB COMBITRON 93

1. Introduction The Soft Start (Part number 01.93.100-0369) produces a continuously increasing output
voltage of 0 . . . 24 V, whereas the rup-up time is adjustable from 0 . . . 5 s with the
potentiometer RH1 (I-part).

The control is mounted on a card, the connection is made over a pluggable strip termi-
nal.

On principle, the clutch or brake should be mounted without air gap to achieve a
continuous torque increase. If this is not possible, values for the quick bridging of the
air gap can be adjusted with the potentiometer RH3 (D-part) and RH2 (P-part).

2. Technical Data Connection: 24 V smoothed d.c. voltage

Rating: 70 W

Dimensions: 73,5 mm x 106 mm x 19 mm

3. Adjustment 1. Turn RH1 to “+“ (right limit stop), turn RH2 and RH3 to “0“ (left limit stop).

2. Then advance potentiometer RH3 so far that the armature is attracted immediately
when S1 is activated (after that the armature is released again).

3. Advance potentiometer RH2 until the armature is no longer released when S1 is activated.

4. Adjust the desired run-up time with RH1.
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