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General Information

1. General Information

ThepresenteddocumentationaswellasthehereinmentionedhardwareandsoftwarearedevelopmentsofKarlE.

BrinkmannGmbH.Errorsexcepted.

TheKarlE.BrinkmannGmbHhavepreparedthedocumentation,hardwareandsoftwaretothebestoftheirknowledge,

however,noguaranteeisgiventhatthespecificationswillprovidetheefficiencyaimedatbytheuser.

KarlE.BrinkmannGmbHreservestherighttoalterspecificationswithoutnoticetothirdparties.

1. Ordering Information

ThisInstructionManual: CN.F5.0E0-K 

F5EtherNet/IPTMoperator:.F5. -M 

Utilitiesforthediagnosticinterface

HSP5-cablebetweenPCandadapter:.F5.0C0- 

AdapterDSUB/Western:.F5.0C0- 

1. F5 EtherNet/IPTM Operator

KEB-Antriebstechnikdevelop,produceandsellstaticfrequencyinvertersworldwideintheindustrialpowerrange.The

invertersofthetypeF5canbeequippedoptionallywithanEtherNet/IPTMinterface.

Itconcernsanintelligentinterface,thatcontrolstheaccessoverEtherNet/IPTMtotheparametersofthefrequency

inverter.

TheEtherNet/IPTMoperatorisintegratedintotheFI-housingbyasimpleplug-inandfitsintoallKEB-F5-frequency

inverters.Paralleltothefieldbusoperationtheoperationfordiagnosis/parameterization(KEBCombivis)ispossible

viathediagnosticport.

ForprogrammingtheKEB-F5-inverterbyEtherNet/IPTMtheuserrequiresinadditontothismanualtheinstruction

manualoftherespectivefrequencyinvertercontrol[1].
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