 Документация на оборудование фирмы KEB Документация на ПЧ серии F4 для лифтов стр.1 KURZANLEITUNG QUICK REFERENCE KEB COMBIVERT F4-F Lift Aufzugstechnik


















Документация на оборудование фирмы KEB Документация на ПЧ серии F4 для лифтов

KURZANLEITUNG QUICK REFERENCE KEB COMBIVERT F4-F Lift Aufzugstechnik

Документация на оборудование фирмы KEB Документация на ПЧ серии F4 для лифтов
KURZANLEITUNG

QUICK REFERENCE

KEB COMBIVERT F4-F Lift Aufzugstechnik

Version 3.0 (Lift-Servo) Lift Technology

00.F4.L1B-K 

GB Page GB- GB-30

This manual

– is valid for frequency inverter KEB COMBIVERT F4-F Lift Version 3.0

– must be made available to every user

Before working with this unit you must familiarize yourself with it.

Pay special attention to the safety and warning guides. Make sure

to read ‘Technical Documentation Part 1’.

Table of Contents

1. Inputs/Outputs. 4

Terminal X2 - Control Terminals (units > G-housing). 4

Terminal X3 - I/O-Expander (units > G-housing). 5

Terminal X2 - Control Terminals (D- and E-housing) 

2. Connection. 7

Example connection diagram for Lift Inverters > G-housing. 7

Example connection diagram for Lift Inverters in D- and E-housing 

Connection X 

3. Connection Incremental Encoder 

3. Connection SIN/COS Encoder 

3. Connection Resolver. 9

3. Connection Hiperface Encoder 

3. Connection UVW Encoder. 

Connection X5 - Incremental Encoder Emulation. 

3. Operation via Keyboard (only possible with Interface-Operator and Digital Operator) 

Menue Structure 

Operation 

4. Start-Up Instructions. 

Commissioning of an Asychronous Machine with Gearbox 

Commissioning of a Gearless Permanent Magnet Machine. 

Commissioning of a Gearless Asychronous Machine. 

Commissioning of a Permanent Magnet Machine with Gearbox. 

5. Display Parameter. 

6. Parameter Lists. 

LF-Parameter 

dr-Parameter 

EC-Parameter. 

An-Parameter. 

ru-Parameter 

In-Parameter. 

GB-3

Inputs / Outputs

1. Inputs / Outputs

1.1 Terminal X2 Control Terminals (units > G-housing)

Terminal Function

Control Release

Reset digital inputs:

Direction of travel forward noise immunity: kV

Direction of travel reverse logic 1:. V

Control Mode internal input resistor: approx. kOhm

Door drive active PNP-logic

Door drive setpoint input

Digital output signal: speed deviation, warning see chapter 3.4

Digital output signal: main contactor control inverted see chapter 3.4

+ V voltage output +18V (+/- %) ; max. mA

! When external voltage is connected to

Ground for X2. and digital inputs/outputs terminal X2. then UX2. ~ UX2. !

+ V reference voltage

+10V (+/- 3%) ; max. mA

Ground for analog inputs/outputs

Differential voltage input -10V. +10V

Analog setpoint input resolution: Bit Ri = kOhm

(see parameter LF.2 and An-parameter) Smoothing time: ms / processing time:.3 ms

Analog input of the load measure for pretorque Differential voltage input -10V. +10V

(see parameter LF.30, LF. and resolution: Bit Ri = kOhm

An-parameter) Smoothing time: ms / processing time:.3 ms

Analog output set speed -10V.+10V / resolution: Bit Ri = Ohm

conditional short-circuit proof (

