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Erst Betriebsanleitung Teil lesen !

STOP

Read Instruction manual part first !

Diese Betriebsanleitung beschreibt die Steuerungen der KEB COMBIVERT F5 - Serie. Sie ist nur

D gьltig in Verbindung mit der Betriebsanleitung Teil und Teil 2. Alle Anleitungen mьssen jedem

Anwender zugдnglich gemacht werden. Vor jeglichen Arbeiten muЯ sich der Anwender mit dem Gerдt

Seite vertraut machen. Darunter fдllt insbesondere die Kenntnis und Beachtung der Sicherheits- und

D - D - Warnhinweise aus Teil1. Die in dieser Betriebsanleitung verwendeten Piktogramme entsprechen

folgender Bedeutung:

Gefahr Achtung, Information

Warnung unbedingt Hilfe

Vorsicht beachten Tip

This Instruction Manual describes the control circuit of the KEB COMBIVERT F5 series. It is only

GB valid together with the Instruction Manuals Part and Part 2. Both Instruction Manuals must be made

available to the user. Prior to performing any work on the unit the user must familiarize himself with

Page the unit. This includes especially the knowledge and observance of the safety and warning

GB - GB - directions of Part 1. The pictographs used in this Instruction Manual have following meaning:

Danger Attention, Information

Warning observe at Help

Caution all costs Tip
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General

General The digital servo controller KEB COMBIVERT F5-SERVO serves

exclusively for the control and regulation of the servo motors KEB

COMBIVERT SM.

On delivery the servo amplifiers are synchronized to the servo motors

supplied by KEB. So you receive a highly dynamic drive which is

connected and ready for operation within the shortest time for standard

applications.

The operation of other motors requires an adaption of the amplifier and

GB is to be recommended only with special knowledge of control technology.

KEB COMBIVERT F5-SERVO has very extensive programming options.

To make the operation and start-up simpler for the user, a special

operator level was created in which the most important parameters are

found. However, if the parameters pre-defined by KEB are not sufficient

for your application an application manual is available.

Installation and Connection

Summary

1. Housing Size D - E

Optional Operator

with 9-pole Sub-D Socket

x. Parameter Interface

EN /R

observe the ma-

FU ED

ximal width of

connectors for

X3A and X3B.

No r PC

Connection

Control Terminal

-pole Sub-D Socket

OPTION

-pole Sub-D Socket

Connection Incremental Encoder

GB- 4



