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Линейные измерительные системы фирмы Kubler 
Position displays with limits

LED position preset counters SSI absolute encoder display (AC+DC) 

The fast SSI display type is designed for absolute SSI encoders

with a resolution up to bits. It can be used as either a master or

a slave display.

Thanks to simple bit assignment and bit blanking the display,

which can be scaled and linearized, can also be cascaded, in

order to extend the display range as desired. Output options

include limit values, analogue output or interface.

RoHS

AC/DC 

V MHz mA, V bit RS 

IP POSITION DIN x LED

Power supply SSI Input Count limit values Analogue Resolution RS / High protection Position DIN front bezel LEDdisplay

frequency output Interface level display

Menu-driven Display Plug-in screw

programming linearization terminal

Characteristics Benefits

• SuitableforSSI-protocolsfrom8upto32bits • ACandDCpowersupplyinoneunit

Position-

displays

• Versionwith2optocoupleroutputstoworkaslimitorpreset • Master-orslavemode

values; also with programmable tracking preset • Plug-inscrewterminals

• Versionwithscaleableanalogueoutput,resolution14bits, • SSI-clockfrequencyfrom Hzupto1MHz

V, -. + V,. mA or. mA

• Displaymaybeadjustedusingscaling-andoffset-features

• Versionwithserialinterfaceforreadingdatainandout

• Large15mmhighLEDdisplay,6-digit,withadjustable

(RS /RS )

brightness

• NEW: Version with relay outputs as limit values or presets;

• Round-loopfunction

can also be programmed as tracking preset and with

RS /RS interface • Linearizationwithteachoption

• Grayorbinarycode • Bitblanking

• x48mmDIN-housing,IP65

Order specifications

Display with: Order-No. Delivery specification

optocoupler outputs 1).E - Display 

- Gasket

Analogue output 1).E90

- Mounting kit

SerialinterfaceRS /.E - Operatinginstruction

2relayoutputsandRS /. German/English

Accessories Order-No.

Mounting frame For snap-on mounting on [1.38] top-hat DIN rail,

with cut-out x [3. x 1.77] for counters x [3. x 1.89] grey G 

Suitable gaskets as well as further accessories can be found in the accessories section or in the accessories area of our website at: www.kuebler.com/accessories.

1) Stock types

© Fritz Kьbler GmbH, subject to errors and changes. / www.kuebler.com 



