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Draw wire mechanics with encoder or analogue sensor Draw wire encoder B Measuring length max. m

The draw-wire mechanics B can be used up to a measuring

length of metres.

These draw-wire mechanics may be combined with the proven

Kьbler Sendix encoders with incremental or absolute interface, as

well as with analogue sensors.

RoHS

m/s2

Max. Long service Wide tempera- High IP value Reverse polarity

acceleration life ture range protection

Robust Versatile

• Thetitanium-anodisedaluminiumhousingandthestainless • Hightraversespeed,upto10m/s

steel wires allow for using the mechanics even in harsh • Highacceleration,upto m/sІ

conditions

• Quickfasteningbymeansof2screws

• Wear-freewireexitthankstodiamond-polishedceramic

• Variousconnectionpossibilitiesavailable

guide

Linear Measuring

Order code D8.4B1. XXXX. XX X X. XXXX

with encoder

Technology

Type a b c d e

a Measuring range b Encoder used c Output circuit e Resolution / Protocol / Options

= mm = Sendix incremental depends on the encoder used depends on the encoder used

= mm = Sendix absolute 

= mm = Sendix absolute d Type of connection

other measuring ranges depends on the encoder used

on request

Standard resolutions for draw wire with incremental encoder Standard resolutions for draw wire with absolute encoder Sendix or ,

Sendix , drum circumference mm drum circumference mm

Absolute encoder 

Pulses / revolution Pulses/revolution /11bit ,programmableviathebus/12bit

Pulses / mm Pulses / mm.48

Resolution (mm). Resolution (mm) -0. ~ 0.05

Recommended standard device:

D8.4B1.XXXX. D8.4B1.XXXX.G D8.4B1.XXXX. D8.4B1.XXXX. 

Draw wire with mounted encoder Draw wire with mounted encoder Draw wire with mounted encoder Draw wire with mounted encoder

Sendix incremental Sendix Sendix Sendix 

(8. ) (8.G ) (8. ) (8. )

• Push-pullwithinvertedsignals • SSIInterface • CANopenInterface • ProfibusInterface

• Supplyvoltage.30VDC • Supplyvoltage.30VDC • Supplyvoltage.30VDC • Supplyvoltage.30VDC

• M23connector,8-pin,radial • SSIGrayCode • M12connector • M12connector

• pulsesperrevolution • M23connector,12-pin,radial • CANopenEncoderprofileV3. • ProfibusEncoderprofileClass2

• Resolution PPR • SETbutton • SETbutton

• SETbuttonandstatusLED

10/ www.kuebler.com 



