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 Винтовые домкраты ZIMM серии MSZ Alu. 

Screw Jack Systems MSZ Alu series EN www.zimm.eu Z series and GSZ series screw jacks

 Винтовые домкраты ZIMM серии MSZ Alu. 
Screw Jack Systems

MSZ Alu series

EN www.zimm.eu

Z series and GSZ series screw jacks

The preferred range

with full range

Z series GSZ series

Z series screw jacks are the preferred range with the largest number of GSZ series screw jacks are designed for applications where smooth sur-

types. The Z series feature through holes for top mounting and integral face are required. These screw jacks are easier to clean.

pivot bearings, features not available on the GSZ series

Pivot

bearing Smooth surface

mounting

© by ZIMM Austria 

MSZ Alu series screw jacks

The low-cost option

for simple applications

MSZ Alu series

The MSZ Alu gearboxes are low-cost options for

simple applications such as manual control or motor FACTS: MSZ Alu series

operation with lower duty cycle.

So, the stroke applications can be realized - Size kN, kN, kN

economically. - For simple, minor applications

- Manual adjustment

Peter Gridling, Sales Manager at ZIMM, Austria - Motor operation with lower duty cycle

- Customary dimensions

© by ZIMM Austria 

MSZ Alu series screw jacks, SN+SL

Trapezoidal screw

MSZ-5-A-S translating screw kN

M8/11.5deep (4x) H7/1.5deep

Fitting height Y1)

M6/8deep

Overall height

Screw length

made in Austria/EU

Lustenau, www.zimm.at

Type: MSZ-5-A-SN

static: kN i = 4:1

nmax: rpm

Serial-no:

Length

SRO6)

M8/11.5deep (4x)

Opening for

protective tube SRO,

square x or

round Ш 

M8/11.5deep (8x)

Fitting height “Y” for 0-stroke, with Tr x4 screw

Standard Fixing flange Forked end Rod end Pivot bearing

screw end* BF GK* KGK* end

All dimensions in mm SLK

6) Protective tube length SRO with Tr x4 screw Bellows FB Y Y Y Y Y

Without escape/ Escape/ Rotation protection, Rotation protection without bellows FB 

rotation protection rotation protection with limit switch set with ES and KAR* Z-5-FB- 

ES Z-5-FB- 

+stroke +stroke +stroke +stroke Z-5-FB- 

*Hinged bearing plate KAR, fitted on face F (below). *with bellows fixing ring Z-5-FBR

Standard ratios Duty cycle thermal limit, for S+R

Type Verison Speed Standard i Stroke These curves are for

screw2) per drive shaft [kN] guidance under

rotation5) r

pm standard industrial

MSZ-5-A-SN Translating Normal :. mm conditions (ambient

MSZ-5-A-SL screw Low speed

Tr x :. mm

rp temperature etc.) and

m correct maintenance

MSZ-5-A-RN Rotating Normal :. mm 

(lubrication etc.).

MSZ-5-A-RL screw Low speed

Tr x :. mm The max. input drive

torques for optimum

service life are at the

right page - technical

Screw jack mounting F 

data ( rpm).

max. load: kN compressive and tensile load

Screw: M8, strength class 8. 

Screw-in depth: to.5 mm

Tightening torque: Nm Trapezoidal screw % duty cycle/ min

Screw locking: with Loctite F Tr x at °C
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