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Винтовые домкраты и подъемно-транспортные механизмы ZIMM
 Accessories for screw jacks

Fitting the bellows

The bellows protect the screw against dirt and

moisture.

PLEASE NOTE:

The bellows must not be compressed to less horizontally it must not touch the screw: weld spatter, etc. Protect the bellows against

than the ZD dimension nor extended beyond Risk of serious damage! Use support rings to direct sunshine.

the AZ dimension. avoid such damage. Take into consideration also that the thermal

If the stroke is longer than mm, fit a Protect the screws, especially during insulation effect of the bellows reduces the

bellows with an extension block. Take into on-site assembly, against: building site dust, maximum duty cycle of the screw jack.

consideration that when the bellows is fitted grinding dust from angle grinders,

Bellows Z- -FB, round Part no. a d ZD AZ Stroke D1 D2 kg

GSZ-2-FB.08

GSZ-2-FB.16

Z-5-FB-.15

Z-10-FB-.21

Z-25-FB-.25

Z-35/50-FB-.43

Z- -FB-.29

Z- -FB-.44

Z- -FB-.10

Z- -FB-.40

AZ=Extension Material: PVC, NBR (GSZ-2), operating temperature -20°C to +70°C

ZD=Compression (max. +85°C), cold fracture temperature -32°C,

incl. galvanised hose clips.

CAUTION: For screw extensions, see Sections 2+3

identical to the previous MSZ type
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